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            Anchor for this section
          
          Summary
        


  
    
      Functions
    


  
    authenticate(client, device_id, block, key_type, key, card_id)

  





  
    deselect(client, device_id)

  





  
    new(connection, connection_options)

  





  
    read(client, device_id, block)

  





  
    select(client, device_id)

  





  
    wakeup(data)

  





  


      


      
        
          
            
            Anchor for this section
          
Functions
        

        


  
    
      
      Link to this function
    
    authenticate(client, device_id, block, key_type, key, card_id)


      
       
       View Source
     


  


  


  



  
    
      
      Link to this function
    
    deselect(client, device_id)


      
       
       View Source
     


  


  


  



  
    
      
      Link to this function
    
    new(connection, connection_options)


      
       
       View Source
     


  


  


  



  
    
      
      Link to this function
    
    read(client, device_id, block)


      
       
       View Source
     


  


  


  



  
    
      
      Link to this function
    
    select(client, device_id)


      
       
       View Source
     


  


  


  



  
    
      
      Link to this function
    
    wakeup(data)


      
       
       View Source
     


  


  


  


        

      



  

    
PN532.Supervisor
    



      
Documentation for PN532.

      


      
        
          
            
            Anchor for this section
          
          Summary
        


  
    
      Functions
    


  
    child_spec(init_arg)

  


    Returns a specification to start this module under a supervisor.






  
    get_configured_client(config)

  





  
    start_link(args)

  





  


      


      
        
          
            
            Anchor for this section
          
Functions
        

        


  
    
      
      Link to this function
    
    child_spec(init_arg)


      
       
       View Source
     


  


  

Returns a specification to start this module under a supervisor.
See Supervisor.

  



  
    
      
      Link to this function
    
    get_configured_client(config)


      
       
       View Source
     


  


  


  



  
    
      
      Link to this function
    
    start_link(args)


      
       
       View Source
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